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Devices for discharging the nitrogen gas springs. 氮气排放专用装置。

Discharging devices
排放装置

Adapters for the nitrogen gas springs charging unit 

(only for gas springs with charging hole different 

from M8). Gas springs with charging hole M8 (not 

listed in table below) must be charged with CUC01 

unit with no adapter.

氮气弹簧充气装置专用适配器 (仅用于充气孔不是 M8
型的氮气弹簧)。带有 M8 充气孔的气缸 (下表中未列
出)应在不带任何适配器的情况下使用 CUC01 装置进
行充气。

charging adapters
充装适配器

Automotive Line

Model
型号

For gas spring models...
适用气缸型号...

Control panels
控制面板

AN-m4 EGS16, TGS700 -

AN-M5 EGS24 -

AN-m6
AGS170-AGS320, TGS400, VGS (all models),

VV170, VV320-63/63H, VV320-80, VV500, VV565, CSMHT19~CSMHT32
-

AN-m6/2 AGS350~AGS2400, IGS150-IGS250, VV2385 -

AN-1/8
AGS4200~AGS20000, IGS500~IGS10000,

LGS500, VV750, VV2945
-

AN-1/4 -
All models
所有型号

Model
型号

For gas spring models...
适用气缸型号...

Control panels
控制面板

ADS-M4/2 TGS700 -

ADS-M4/3 EGS16 -

ADS-M5/2 EGS24 -

ADS-M6 TGS400, CSMHT19~CSMHT32 -

ADS-M6/2 AGS170-AGS320 -

ADS-M6/3
AGS350~AGS20000, IGS (all models),

LGS500, VV750, VV2385, VV2945
-

ADS-M6/4 VGS (all models), VV170, VV320-63/63H, VV320-80, VV500, VV565 -

ADS-M8 TGS1000~TGS12000, CHT (all models), CSMHT38~CSMHT120 -

Quick coupling

快捷接头

M8

M8

M8

M6

M8

M8

M8

G1/8

M6

M6

M4

M4

M6

M6

M8

M5

M5

M6

 
 

 

M4
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The Bordignon Booster is a pneumatic pump.

By using compressed air, it increases the nitrogen 

N2 pressure during the charging operation of gas 

springs for dies, in a safe and very precise way.

Light and compact, the Bordignon Booster has a low 

compressed air consumption, resulting in savings of 

time and costs. 

Bordignon 氮气助推器是一种气动泵。借助压缩空气,
它可在冲模气缸的充气阶段中以精准安全的方式倍增
氮气压力。Bordignon 氮气助推器轻便紧凑, 低能耗
的特性能够使时间和成本均有节省。

Automotive Line

USE INSTRUCTIONS

•	 Connect nitrogen N2 tank (pressure: minimum

	 20 bar / maximum 220 bar) to the Booster.

•	 Connect Booster to the nitrogen gas spring 

(it’s necessary to have the charging set mod. 

compl).

•	 Connect the compressed air 

	 (max pressure 8 bar; use lubricated air when 

working continuously for more than 30 minutes).

•	 Turn off the discharging valve.

•	 Turn on the charging valve of the Booster.

•	 Turn on the compressed air and slowly turn on 

nitrogen N2 tank.

•	 When the nitrogen gas spring has reached the 

required pressure, turn the charging valve off, 

turn on discharging valve and disconnect the 

nitrogen gas spring.

•	 Once finished, turn off both the compressed air 

and the nitrogen N2 tank.

使用说明

•	 将氮气瓶连接 (压力: 最小 20 巴/最大 220 巴)
	 至助推器。
•	 将助推器连接至氮气弹簧 (需要 COMPL 充装套

件)。
•	 连接压缩空气 
	 (最小压力 8 巴; 如连续使用 30 分钟以上, 请使用

润滑空气)。
•	 关闭排气阀。
•	 打开助推器的充气阀。
•	 打开压缩空气并缓慢的打开氮气瓶。
•	 当气缸达到所需压力时, 关闭充气阀, 打开排气阀

并断开气缸。
•	 程序结束时请关闭压缩空气和氮气瓶。

Booster for
nitrogen N2
氮气助推器

ATTENTION! USE NITROGEN N2 ONLY! ! 注意! 仅使用氮气N2

Dimensions / 尺寸

Model
型号

Weight (kg)
重量(kg)

BOOSTER 9.5

145

26
0

120

225

29
5

120

ACCESSORIES for Nitrogen gas springs / 氮气弹簧配件
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OV GAS SPRING SYSTEM
(ALTERNATIVE MANIFOLD)
OV 气缸系统 (替代歧管)

Automotive Line

TECHNICAL NOTES

•	 OV gas springs use instructions:

	 - Mounting instructions on the next page

	 - Use instructions, information and catalogue help:

	    see dedicated catalogue section

	 - Cycles per minute MAX: see specifications tables for the

	    corresponding standard model

•	P late material requirements:

	 - Resilience KV ≥ 27 J (at 0°C)

	 - Elongation at break A ≥ 14%

	 - Respect national regulations about pressure equipment

•	 Minimum plate thickness = 25 mm

技术说明

•	 OV 氮气弹簧使用说明:
	 - 组装说明见下一页
	 - 使用说明, 信息及目录使用: 参阅目录中的相应章节
	 - 每分钟最多循环次数: 参阅对应的标准型号的技术规格表

•	 歧管板的材料要求:
	 - KV 弹力 ≥ 27 J (为 0°C)
	 - 断裂伸长率 A ≥ 14%
	 - 请遵守有关压力设备的国家法规

•	 歧管板最小厚度 = 25 毫米

USE EXAMPLES

A	OV  gas springs and OV control panel 

fixed on a single low-thickness plate, 

without connection hoses.

B	 OV gas springs fixed on smaller plates 

connected by hoses, and standard 

control panel connected by hose.

使用示例

A	 固定在一块厚度有限的歧管板上的 OV	
	 气缸和 OV 控制面板, 无连接管。

B	 固定在连着管子的较小歧管板上的 OV
	 氮气弹簧, 以及连着管子的标准控制面板。

A

B
OV CONTROL PANELS

& other accessories FOR OV SYSTEM

See further on in this catalogue.

OV 控制面板
及其它 OV 系统专用配件

请参阅本目录下文。

ACCESSORIES for Nitrogen gas springs / 氮气弹簧配件

Valveless nitrogen gas springs for an alternative manifold 

connection (“OV system”):

•	 Use of standard gas springs, fast delivery!

•	 Lower manufacturing and maintenance costs than traditional 

manifold plates and dedicated manifold gas springs

•	 More compact plate dimensions

•	 Simple gas spring fixing with through-plate screws

•	 OV gas springs available strokes, dimensions, and the other 

specifications not listed on the next page, are the same as 

the corresponding standard models (example: the unlisted 

specifications of model AGS1000-50-A-OV are the same as 

model AGS1000-50-A)

用于替代歧管连接的无阀氮气弹簧 (“OV系统”):
•	 使用标准氮气弹簧, 快捷交货!
•	 与传统歧管板和专用歧管氮气弹簧相比，生产和维护成本更低
•	 歧管板尺寸更小
•	 用螺丝穿过歧管板即可将氮气弹簧简单固定
•	 下页未列出的可用冲程, 尺寸及其它 OV 氮气弹簧规格均与对应的

标准型号相同 (例如: 针对未列出的 AGS1000-50-A-OV 型号的规格, 
请参阅 AGS1000-50-A 型号)
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Identifying plate to be used on the press tools, dies 

and moulds equipped with nitrogen gas springs.

Different languages on request.

Different writings on request.

铭牌只可在配备氮气弹簧的模具上使用。
可按要求书写不同语言。
可按要求进行不同注册。

Identifying plate
铭牌

Automotive Line

210

13
0

Ø 3.2

5

5

210

13
0

Ø 3.2

5

5

Model
型号

ATARYES

Model
型号

ATAR EN

Model
型号

ATAR IT

Model
型号

ATAR DE

Model
型号

ATARno

ACHTUNG
WERKZEUG IST AUSGERÜSTET MIT
STICKSTOFF-GASDRUCKFEDERN

MAX FÜLLDRUCK 150-200 bar
(JE NACH MODELL)

NUR MIT STICKSTOFF N2 FÜLLEN
VOR STÖßEN, WÄRME UND
VERUNREINIGUNGEN SCHÜTZEN
BETRIEBSANLEITUNG IN UNSEREM KATALOG
SORGFÄLTIG DURCHLESEN (www.bordignon.com)

ACCESSORIES for Nitrogen gas springs / 氮气弹簧配件

5

5

Ø 3.2

120

70

Model
型号

ATAR CN
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It is necessary to keep the piston rod lubricated for a 

longer life of the gas spring.

We can supply grease with molibdenum disulfide by 

can of 800 g.

想要获得更长的氮气弹簧寿命,便需要对活塞杆进行
润滑。
根据需求,我们可提供 800克罐装型二硫化钼润滑脂。

Lubrication grease
润滑脂

Automotive Line

Model
型号

PLUB

Model
型号

Description
说明

AK2
HYDRAULIC FORCE-MEASURING DEVICE MAX 12000 daN 

液压型力度控制装置 最大 12000 daN

ah1000
LOAD CELL 100-1000 daN 

压力传感器 100-1000 daN

ah4000
LOAD CELL 400-4000 daN 

压力传感器 400-4000 daN

ah10000
LOAD CELL 1000-10000 daN 

压力传感器 1000-10000 daN

This device is a load gauge for nitrogen gas springs. 

This device is usually used to measure the initial 

force of nitrogen gas springs, in order to verify that 

they are actually charged.

该装置是一款用于氮气弹簧的充气测量仪。
该装置通常用于测量氮气弹簧的初始力,以验证它们是
否已实际充入气体。

Device for the nitrogen gas 
springs initial load check
氮气弹簧初始力测量装置

ACCESSORIES for Nitrogen gas springs / 氮气弹簧配件
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